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CABINE PROTECT 

SPRAY BOOTH PROTECTIVE FILM 
 

 
Description: CABINE PROTECT is a transparent water-borne formula that protects the 

internal surfaces of painting booths from spray paint residues. Once applied, 

the product forms a slightly adhesive film which attracts spray paint mist 

and dust. Water washable. 
 

 

Procedure: 

 

• Degrease the substrate before application. 

• Apply 2-3 layers with a paint spray gun; nozzle size: 

1.8-2.5 mm, pressure: 2-3 bar, layer thickness: 125 µm. 

• Three layers are recommended to prolong the performance of the product. 

Time between layers: 20 minutes. 

• The product can be applied with a brush or a roller. 

• Wash down with water to remove from the substrate. Use pressure water 

washers or rub down with sponges. 

 
Technical data Maximum temperature resistance: 65°C 

pH: 8-9 

Specific gravity: 1.06 g/cm3 

Yield: 15-20 m2/l/layer 

 
Instructions  The ability to remove the applied product depends on the applied film  

for use: thickness, the temperature in the spray booth, the spray mist/dust load, and 

the frequency of replacing the protective film. 

If the spray booth is used often (> 5 times a day), apply another layer 

during the day. If the protective film begins to lose adhesion (and fails to 

attract the spray mist/dust), wash the film completely with water and apply 

three layers. 

Do not apply at temperatures below 5°C. 

If the average temperature in the spray booth remains above 65°C, the 

product will dry out and lose adhesion faster. 
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Storage conditions and  

shelf life: Store in a dry and cool room, away from sources of fire and heat. 

Avoid direct exposure to sunlight. Recommended storage temperature: 

5-35°C. Protect from freezing. 

Shelf life: 24 months from the production date. 

 
Safety regulations: See the Safety Data Sheet of the product. 

 
Other information: 

The effectiveness of our systems results from laboratory research and many years of 

experience. The data contained herein meets the current knowledge about our products 

and their application potential. We ensure high quality, provided the user follows the 

instructions and the work is performed in accordance with good workmanship. It is 

necessary to perform a test application of the product due to its potentially different 

reaction with different materials. We may not be held liable for defects if the final results 

were affected by factors beyond our control. 

 

 

 


